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HFC-365mfc, a Versatile Blowing Agent
leading to new Blends with other HFCs and Hydrocarbons

Selection of Blowing Agents

HCFC-141b
must be

phased out?

HFC-365mfc/HFC-134a
HFC-365mfc/HFC-245fa

HFC-245fa

H2O
HFC-134a/H2O

HFC-365mfc
Azeotrope:

HFC-365mfc/c-Pentane
c-Pentane/H2O Pentane/H2O

Azeotropes:
HFC-365mfc/

Pentane
HFC-365mfc

Density and
compressive

Strength must be
improved

Pentane/H2O
thermal Conductivity
must be optimised

Density and
compressive

Strength must be
improved

Foam Flammability
must be improved

HFC-365mfc/HFC-134a
HFC-365mfc/HFC-245fa

HFC-245fa

thermal Conductivity
must be optimised

Production Plant
suitable for flammable

Blowing Agents

Production Plant
suitable for flammable

Blowing Agents

thermal Conductivity
must be optimised

HFC-365mfc
Azeotropes

HFC-365mfc/Pentane
Pentane/H2O

Production Plant
suitable for flammable

Blowing Agents

Sandwich Panels
or Laminates?

Block Production?
thermal Conductivity
must be optimised

HFC-365mfc/HFC-134a
HFC-365mfc/HFC-245fa

HCFC-141b Appliances?
Fully formulated

Systems?
Spray Foam? H2O


